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SIMPLIFY YOUR FUTURE

This instruction applies
to the entire Model 6 series
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This instruction manual applies to the full Model6 series



Specification

Model
Case Type
Material

Product Dimension
(HxWxD)

Drive Bay
M/B Form Factor

Power Supply

1/0 Ports

Expansion Slots
(Maximum Space)

Thermal Solution

CPU Heatsink

6
Mid Tower
Steel T0.8, Tempered Glass T4.0

450 x 215 x 450 mm
17.7"x 8.5"x17.7"

Max: 4 x3.5"/2.5" tray
E-ATX (12"x11") , ATX , Micro - ATX , Mini - ITX

PSII: ATX 12V (Length <180 mm)
USB 3.0 x 2, HD Audio (CTIA-SPK/MIC)

PCI-E x 7: Length <350mm (No Cooling of bottom) /

Width <165mm

Lateral PCI-E x 2: Length <360mm (No Cooling of bottom) /
Width <165mm / Height<54mm

Top : 120mm Fanx 1
120mm Radiator

Front: 120mm Fanx 3 / 140mm Fan x 2

240/280mm Radiator ( Length <361mm /
Thickness is related to the height

limit of the main board)
Bottom: 120/140mm Fan x 3

360/280mm Radiator ( Length < 440mm)

Height < 162mm

Install the motherboard
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Parts Kit Includes
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Install the Graphics Card
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Motherboard / 2.5"SSD Screw
Function: motherboard / 2.5" Hard Disk

Quantity: 20

Copper Stud

Function: Fix the motherboard

Quantity: 3

Nylon Cable Tie

Function: Arranging cables
Quantity: 8
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Power Supply Screw

Function: Power
Quantity: 4

3.5"HDD Screw
Function: 3.5"Hard Disk
Quantity: 8

Copper Stud Cover

Function: match with copper stud
Quantity: 1
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Fan and Water Cooling Mounting Options

Install Hard Drive

Schematic diagram of hard drive installation

Install the Power Cord
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Front 1/O Wiring Schematic
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POWER SW
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RESET SW
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HDD LED
POWER LED

HD AUDIO

USB 3.0
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TYPE-C

(Provided For
Premium Cases)
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E-ATX (12"x11") , ATX , Micro - ATX , Mini - ITX

PSII:ATX 12V (K <180 mm)

USB 3.0 x 2, HD Audio (CTIA-SPK/MIC)

PCI-E x 7: 1 <350mm (No Cooling of bottom) / 3 <165mm
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POWER SW

RESET SW

HDD LED
POWER LED

HD AUDIO USB 3.0 TYPE-C
(FEFARATAC )



Spezifikation

Model
Fallart
Art des Falles

Produktdimension
(HxBxD)

Drive Bay
M/B Formfaktor

Stromversorgung

1/0 Ports

Erweiterungsflachen
(maximaler Platz)

Thermische Losung

CPU Kiihlkorper

6

Mittlerer Turm
Stahl T0.8 ,gehértetes Glas T4.0

450 x 215 x 450 mm
17.7"x 8.5"x17.7"

Max: 4x3.5"/2.5 Tray
E-ATX (12"x11") , ATX , Micro - ATX , Mini - ITX

PSII: ATX12V (Lange < 180mm)
USB 3.0 x 2, HD Audio (CTIA-SPK/MIC)

PCI-E x 7:Lange <350mm (keine Abkihlung der Unterseite) /
Breite <165mm

Seitliche PCI-E x 2:Lange <360mm (keine Abkuhlung der
Unterseite)/

Breite <165mm. Hohe<54mm

Top :120mm Liifter x 1

120mm Heizkérper

Front: 120mm Lifter x 3.140mm Lifter x 2
240/280mm Heizkérper mit Lange von 34361mm /
Dicke hangt von der Hohe ab

Grenze der Hauptplatine)

Boden:120/140mm Lufter x 3

360/280mm Kihler mit Lange von 440mm)

Héhe<162mm

Installieren Sie das Motherboard
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Teile Kit beinhaltet

Motherboard/2.55SD Schraube
Funktion: Motherboard/2.5Festplatte

Menge: 20
Kupfer Stud
Funktion: Fix the Motherboard

Menge: 3

Nylon Cable Tie

Funktion: Anordnung von Kabeln

Menge: 8

Installieren der Grafikkarte
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Schraube fir
die Stromversorgung

Funktion: Power
Menge: 4

3.5"HDD Schraube
Funktion: 3.5"Festplatte
Menge: 8

Kupfer Stud Cover

Funktion: Match mit Kupfer Bolzen
Menge: 1
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Montageoptionen fiir Liifter und Wasserkiihlung
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Festplatte installieren
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3.5"HDD
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2.5"SSD

2.5"SSD

Schematische Darstellung der Festplatteninstallation

Installieren Sie das Netzkabel

Schaltplan der vorderen 1/0-Verkabelung
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POWER SW

RESET SW

HDD LED
POWER LED

HD AUDIO

USB 3.0
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TYPE-C
(Fur Premium-Falle
vorgesehen)




































